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enclosure through an exhaust duct or
hood in standard cubic meters per hour
(wet basis).

(23) R = the overall HAP or VOC
emission reduction achieved for the du-
ration of the emission test (expressed
as a percentage).

(24) RSi = the total mass in kilograms
of HAP or VOC retained in the coating
after drying.

(25) Woi = the weight fraction of VOC
in each batch of coating (i) applied, or
of each coating applied at an affected
coating operation during a 7- to 30-day
period, as appropriate, as determined
by EPA Method 24 or formulation data.
This value shall be determined at a
time and location in the process after
all ingredients (including any dilution
solvent) have been added to the coat-
ing, or if ingredients are added after
the weight fraction of HAP or VOC in
the coating has been determined, ap-
propriate adjustments shall be made to
account for them.

§ 63.743 Standards: General.
(a) Except as provided in paragraphs

(a)(4) through (a)(9) of this section and
in Table 2 (included in Appendix B to
this subpart), each owner or operator
of an affected source subject to this
subpart is also subject to the following
sections of subpart A of this part:

(1) § 63.4, Prohibited activities and
circumvention;

(2) § 63.5, Construction and recon-
struction; and

(3) § 63.6, Compliance with standards
and maintenance requirements.

(4) For the purposes of this subpart,
all affected sources shall submit any
request for an extension of compliance
not later than 120 days before the af-
fected source’s compliance date. The
extension request should be requested
for the shortest time necessary to at-
tain compliance, but in no case shall
exceed 1 year.

(5)(i) For the purposes of this sub-
part, the Administrator (or the State
with an approved permit program) will
notify the owner or operator in writing
of his/her intention to deny approval of
a request for an extension of compli-
ance submitted under either § 63.6(i)(4)
or § 63.6(i)(5) within 60 calendar days
after receipt of sufficient information
to evaluate the request.

(ii) In addition, for purposes of this
subpart, if the Administrator does not
notify the owner or operator in writing
of his/her intention to deny approval
within 60 calendar days after receipt of
sufficient information to evaluate a re-
quest for an extension of compliance,
then the request shall be considered ap-
proved.

(6)(i) For the purposes of this sub-
part, the Administrator (or the State)
will notify the owner or operator in
writing of the status of his/her applica-
tion submitted under § 63.6(i)(4)(ii)
(that is, whether the application con-
tains sufficient information to make a
determination) within 30 calendar days
after receipt of the original application
and within 30 calendar days after re-
ceipt of any supplementary informa-
tion that is submitted, rather than 15
calendar days as provided for in
§ 63.6(i)(13)(i).

(ii) In addition, for the purposes of
this subpart, if the Administrator does
not notify the owner or operator in
writing of the status of his/her applica-
tion within 30 calendar days after re-
ceipt of the original application and
within 30 calendar days after receipt of
any supplementary information that is
submitted, then the information in the
application or the supplementary in-
formation is to be considered sufficient
upon which to make a determination.

(7) For the purposes of this subpart,
each owner or operator who has sub-
mitted an extension request applica-
tion under § 63.6(i)(5) is to be provided
30 calendar days to present additional
information or arguments to the Ad-
ministrator after he/she is notified that
the application is not complete, rather
than 15 calendar days as provided for in
§ 63.6(i)(13)(ii).

(8) For the purposes of this subpart,
each owner or operator is to be pro-
vided 30 calendar days to present addi-
tional information to the Adminis-
trator after he/she is notified of the in-
tended denial of a compliance exten-
sion request submitted under either
§ 63.6(i)(4) or § 63.6(i)(5), rather than 15
calendar days as provided for in
§ 63.6(1)(12)(iii)(B) and § 63.6(i)(13)(iii)(B).

(9) For the purposes of this subpart, a
final determination to deny any re-
quest for an extension submitted under
either § 63.6(i)(4) or § 63.6(i)(5) will be
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made within 60 calendar days after
presentation of additional information
or argument (if the application is com-
plete), or within 60 calendar days after
the final date specified for the presen-
tation if no presentation is made, rath-
er than 30 calendar days as provided for
in § 63.6(i)(12)(iv) and § 63.6(i)(13)(iv).

(b) Operation and maintenance plan.
Each owner or operator that uses an
air pollution control device or equip-
ment to control HAP emissions shall
prepare and operate in accordance with
a startup, shutdown, and malfunction
plan in accordance with § 63.6. Dry par-
ticulate filter systems operated per the
manufacturer’s instructions are ex-
empt from a startup and shutdown
plan. A startup and shutdown plan
shall be prepared for facilities using lo-
cally prepared operating procedures. In
addition to the information required in
§ 63.6, this plan shall also include the
following provisions:

(1) The plan shall specify the oper-
ation and maintenance criteria for
each air pollution control device or
equipment and shall include a stand-
ardized checklist to document the op-
eration and maintenance of the equip-
ment;

(2) The plan shall include a system-
atic procedure for identifying malfunc-

tions and for reporting them imme-
diately to supervisory personnel; and

(3) The plan shall specify procedures
to be followed to ensure that equip-
ment or process malfunctions due to
poor maintenance or other preventable
conditions do not occur.

(c) An owner or operator who uses an
air pollution control device or equip-
ment not listed in this subpart shall
submit a description of the device or
equipment, test data verifying the per-
formance of the device or equipment in
controlling organic HAP and/or VOC
emissions, as appropriate, specific op-
erating parameters that will be mon-
itored to establish compliance with the
standards, and a copy of the operation
and maintenance plan referenced in
paragraph (b) of this section to the Ad-
ministrator for approval.

§ 63.744 Standards: Cleaning oper-
ations.

(a) Housekeeping measures. Each
owner or operator of a new or existing
cleaning operation subject to this sub-
part shall comply with the require-
ments in this paragraphs unless the
solvent used is classified as a cleaning
solvent that contains no organic HAP
or VOC as identified in Table 3.

TABLE 3.—COMPOSITION REQUIREMENTS FOR APPROVED CLEANING SOLVENTS

Cleaning solvent type Composition requirements

Aqueous ...................................................... Cleaning solvents in which water is the primary ingredient (≥80 percent of solvent
solution as applied must be water). Detergents, surfactants, and bioenzyme mix-
tures and nutrients may be combined with the water along with a variety of addi-
tives such as organic solvents (e.g., high boiling point alcohols), builders, sa-
ponifiers, inhibitors, emulsifiers, pH buffers, and antifoaming agents. Aqueous
solutions must have a flash point greater than 93 °C (200 °F) (as reported by the
manufacturer) and the solution must be miscible with water.

Hydrocarbon-Based .................................... Cleaners that are composed of a mixture of photochemically reactive hydrocarbons
and oxygenated hydrocarbons and have a maximum vapor pressure of 7 mm Hg
at 20 °C (3.75 in. H2O at 68 °F). These cleaners also contain no HAP or ozone
depleting compounds.

(1) Place solvent-laden cloth, paper,
or any other absorbent applicators
used for cleaning aerospace vehicles or
components in bags or other closed
containers immediately after use. En-
sure that these bags and containers are
kept closed at all times except when
depositing or removing these materials
from the container. Use bags and con-
tainers of such design so as to contain
the vapors of the cleaning solvent. Cot-

ton-tipped swabs used for very small
cleaning operations are exempt from
this requirement.

(2) Store fresh and spent cleaning sol-
vents used in aerospace cleaning oper-
ations in closed containers.

(3) Conduct the handling and transfer
of cleaning solvents to or from en-
closed systems, vats, waste containers,
and other cleaning operation equip-
ment that hold or store fresh or spent
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